Notice No.8 


Rules and Regulations for the 
Classification of Naval Ships, January 2018 


The status of this Rule set is amended as shown and is now to be read in conjunction with this and prior Notices. 
Any corrigenda included in the Notice are effective immediately. 


Please note that corrigenda amends to paragraphs, Tables and Figures are not shown in their entirety. 


Issue date: November 2018 


IACS/IMO implementation 
(if applicable) 
Volume 1, Part 1, Chapter 2, Sections 1 & 3 1 January 2019 N/A 


Amendments to Effective date 


Volume 1, Part 1, Chapter 3, Section 2 1 January 2019 N/A 


Volume 1, Part 3, Chapter 4, Section 11 1 January 2019 N/A 


Volume 1, Part 6, Chapter 3, Section 9 1 January 2019 N/A 


Volume 1, Part 6, Chapter 5, Section 1 1 January 2019 N/A 


Volume 1, Part 6, Chapter 6, Section 3 1 January 2019 N/A 


Lloyd's Working together 
Register for a safer world 


Volume 1, Part 1, Chapter 2 
Classification Regulations 


Hi Section 1 
Conditions for Classification 


1.1 Framework of Classification 


oe only nO 


igned. It is a SRUTeTIeT: ate the vessel ee fitted Tine 
appliances considered by LR to be necessary for the vessel to fulfil its Ship Type role (e.g. Aircraft lifts on aircraft carriers, stern ramp 
on a landing platform dock, or sea-boat davits), and where there are no alternative means of operation, that the lifting appliance(s) 
are to be designed, built and surveyed in accordance with LR’s Code for Lifting Appliances in a Marine Environment, July 2018 and 
the notation LA is to be assigned. See Vo/ 1, Pt 1, Ch 2, 3.5 Other Notations 3.5.10. 


These notations wil_be_assignedin_association withaRegister of Lifting Appliances sting the appliances covered the Register of 

: Elsewhere, classification of lifting appliances is optional and may be assigned at 
the request of the Owner on compliance with the appropriate requirements, see Vol 1, Pt 1, Ch 2, 3.9 Machinery and Engineering 
Systems notations and Vol 1, Pt 1, Ch 2, 3.10 Other Notations 3.10.1. 


i Section 3 
Character of Classification and Class notations 


3.8 Military Distinction notations 
(Part only shown) 
Table 2.3.1 Hull, Military and Other Class Notations 
Mandatory Notations Other Notations 
Ship Type Service Area Hull Strength Military Distinction 1 MD Others 
LMA Manoeuvring 
Assessment 
LNMA Naval 


Manoeuvring Assessment 


3.10 Other notations 


3.10.16 LMA or LNMA. +Fhis-These notations will be assigned where the ship’s manoeuvring capability has been assessed in 
accordance with the respective performance criteria for each notation-cenpunction -with_engine_and propulsion _perfermance. They 
denete Denotes that the manoeuvring performance has been verified through trials in accordance with LR’s Rules. 


Volume 1, Part 1, Chapter 3 
Periodical Survey Regulations 


7 Section 2 
Annual Surveys — Hull, machinery and optional requirements 


2.4 Other notations 


2.4.1 Where the following optional Class Notations have been assigned, the requirements below are to be included with the 
Annual Survey. 


2.4.7 Lloyd's Manoeuvring Assessment (LMA or LNMA). The arrangements for the provision of manoeuvring information are 
to be examined and are to include confirmation that the following documents are on board and that any changes that can affect the 
manoeuvring performance of the vessel have been identified and manoeuvring information updated: 

(a) Bridge poster/card; 

(b) Manoeuvring Booklet/Operator Guidance; 

(c) Manoeuvring Information Card. 


Existing paragraph 2.4.1 has been deleted. 


Volume 1, Part 3, Chapter 4 
Closing Arrangements and Outfit 


| Section 11 
Lifting eyes 


11.6 Tallying 


11.6.1 Each lifting point is to have a tally displayed which clearly defines the permissible methods of use and; the permissible 
loading associated with each method, and the test status. 


11.6.3 Lifting eyes may have their tallies grouped for identical lifting eyes (i.e. common signboard in each space or compartment). 
Where group marking is used and the space or compartment also contains non-identical lifting eyes, a colour-distinguishing system 
shall be used. 


11.7 Festing- Survey and testing 


me 7. 1 each lifting eye is to be SUBpIIEG wll a Manufacturer’s Fest Certificate staung compliance: wa the specified standard. A 


44-43 11.7.2 In all Gases Fthe weld attachment to the sup s structure of each lifting evs is to be vieay inspected by a Surveyor. 


11.7.3 Once installed on board the vessel, lifting eyes are to be subject to a load test and representative NDE to the satisfaction of 
the Surveyor. Load testing is to be 2 x SWL in the vertical direction and 1,5 x SWL for the 45 degree lift arrangement (where 
applicable). Documentation detailing the test loads and testing arrangement used is to be submitted to LR. 


11.7.4 Alternatively, once installed on board the vessel, lifting eyes are to be subject to representative load testing in accordance 
with Vol 1, Pt 3, Ch 4,11.7 Survey and Testing 11.7.3 and 100 per cent NDE. 


11.7.5 Lifting eyes that are not tested once installed on board as per Vol 1, Pt 3, Ch 4,11.7 Survey and Testing 11.7.4 are to be 
clearly distinguished and subject to a load test in accordance with Vol 1, Pt 3, Ch 4,11.7 Survey and Testing 11.7.3 prior to use in 
service. 


11.7.6 NDE is to be carried out by suitably qualified Operators to the satisfaction of the Surveyor and in accordance with Ch 1,5 
Non-destructive examination of the Rules for the Manufacture, Testing and Certification of Materials, July 2018. 


11.7.7 Welding is to be carried out by suitably qualified Operators in accordance with Ch 12, Welding Qualifications of the Rules 
for the Manufacture, Testing and Certification of Materials, July 2018 and in accordance with Ch 13, Requirements for Welded 
Construction of the Rules for the Manufacture, Testing and Certification of Materials, July 2018. 


11.8 Inspection during service 


A maintenance, SaiSRECIOE and ae manual i is to be provided, detailing the following: 
Legislative requirements of the use of lifting eyes on board; 

Details of the reference standard and manufacturer’s certificate; 

Description of the location, SWL, and loading direction for each lifting eye or group of lifting eyes; 
Test procedure for each loading arrangement; 

Inspection requirements; 

Test status and inspection record. 


9.1 


iS) dL) 


Volume 1, Part 6, Chapter 3 
Scantling Determination 


Section 9 
Bulkheads and deep tanks 


General 


Where a watertight bulkhead includes a shaft seal, the maximum deflection is to be limited to the seal manufacturer’s stated 


tolerances in the axial and radial directions, or to the criteria as defined in Vol 1, Pt 6, Ch 3, 4 NS2 and NS3 scantling determination, 
whichever is lesser. 


1.2 


1.2.4 


Volume 1, Part 6, Chapter 5 
Structural Design Factors 


Section 1 
Structural design factors 


General 


For finite element and grillage analysis, the deflection criteria will be specially considered based on the function of the 


structure, analysis, and the type of load cases applied. 


Existing paragraph 1.2.4 has been renumbered 1.2.5. 


Volume 1, Part 6, Chapter 6 
Material and Welding Requirements 


Section 3 
Corrosion protection 


External hull protection 


3.3.6 


3.3.7 
to, oils. 


3.3.8 


All equipment is to be suitable for its intended location. 
The arrangements for glands, where cables pass through the shell, are to include a small cofferdam. 
Cables which pass through ballast tanks are to be enclosed in a steel tube of at least 10 mm thickness. 


Cables to anodes are not to pass through tanks intended for the storage of low flash point products; including, but not limited 


Cables which pass through cofferdams of storage tanks which may contain low flash point products are to be enclosed in 


a steel tube of at least 10 mm thickness, see also Vol 2, Pt 9, Ch 5 Hazardous Areas. 


Existing paragraphs 3.3.4 and 3.3.5 have been renumbered 3.3.8 and 3.3.9. 


© Lloyd’s Register Group Limited 2018 
Published by Lloyd’s Register Group Limited 
Registered office (Reg. no. 08126909) 
71 Fenchurch Street, London, EC3M 4BS 
United Kingdom 


Lloyd’s Register and variants of it are trading names of Lloyd’s Register Group Limited, its subsidiaries and affiliates. For further details please see 
http://www.lr.org/entities 


Lloyd's Register Group Limited, its subsidiaries and affiliates and their respective officers, employees or agents are, individually and collectively, 
referred to in this clause as ‘Lloyd's Register’. Lloyd's Register assumes no responsibility and shall not be liable to any person for any loss, damage or 
expense caused by reliance on the information or advice in this document or howsoever provided, unless that person has signed a contract with the 
relevant Lloyd's Register entity for the provision of this information or advice and in that case any responsibility or liability is exclusively on the terms 
and conditions set out in that contract. 


